
This equipment has been tested and found to comply with the limits for a Class B digital device, 

pursuant to part 15 of the FCC rules. These limits are designed to provide reasonable protection 

against harmful interference in a residential installation. This equipment generates, uses and can 

radiate radio frequency energy and, if not installed and used in accordance with the instructions, may 

cause harmful interference to radio communications. However, there is no guarantee that interference 

will not occur in a particular installation. If this equipment does cause harmful interference to radio or 

television reception, which can be determined by turning the equipment off and on, the user is 

encouraged to try to correct the interference by one or more of the following measures : - Reorient or 

relocate the receiving antenna. -Increase the separation between the equipment and receiver. 

-Connect the equipment into an outlet on a circuit different from that to which the receiver is 

connected. -Consult the dealer or an experienced radio / TV technician for help. 

This device complies with Part 15 of the FCC Rules. Operation is subject to the following two 

conditions:  

  (1) this device may not cause harmful interference and  

  (2) this device must accept any interference received, including interference that may cause 

       undesired operation   

RF Exposure Warning 

The equipment complies with RF exposure limits set forth for an uncontrolled environment. 

The antenna(s) used for this transmitter must not be co-located or operating in conjunction with any 

other antenna or transmitter.  

You are cautioned that changes or modifications not expressly approved by the party responsible for 

compliance could void your authority to operate the equipment.

Specifications:

Wireless microphone positioner information

AM-500 Wireless Microphone Positioner

AREC wireless mic. Light Color Status

Upper front

Lower front

Upper right side

Lower right side

Red

Red

Blue

Red
Green

Muted

Auto tracking function suspensive

1. Upper front: Mute button* and light indicator 
2. Lower front: Stop tracking button and light indicator 
3. Upper right side: Power switch and light indicator 
4. Lower right side: Wireless mic. pairing light indicator 
5. Left side: Ø3.5 audio input jack

*Press and hold for more than 5 sec. to pair with 
 KS-700 wireless audio receiver.

The light flashes blue intermittently if without paired device
The light flashes blue fast when pairing with one device
The light flashes blue slowly when paired with one device s
uccessfully 

The light turns green then turns off after power ON 
The light turns red when power is low 

Front function key

Effective range of microphone

Sound input

Power supply

Power consumption estimates

Dimension

Weight

Stop tracking and Mute function 

A circle of 12 meter radius 

Ø3.5 audio input jack

AAA dry cell X 2 (Duracell alkaline battery recommended)

6 to 8 hours (Duracell alkaline battery recommended)

41.5mm(L)x21.5mm(W)x94mm(H)

45g

Light indicators of your wireless microphone

Federal Communication Commission interference statement
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根據低功率電波輻射性電機管理辦法:

第十二條  經型式認證合格之低功率射頻電機，非經許可、公司、商號或使用者均不得擅自變更頻率

              ，加大功率或變更原設計之特性及功能。

第十四條  低功率射頻電機之使用不得影響飛航安全及干擾合法通信:經發現有干擾現象時，應立即停

              用，並改善至無干擾時方得繼續使用。

前項合法通信，指依電信規定作業之無線電信。低功率射頻電機須忍受合法通信或工業、科學及醫療

用電波輻射性電機設備之干擾

規格表

無線麥克風定位器資訊

AM-500 無線麥克風定位器

AREC無線麥克風 燈號 狀態說明

正面按鈕上方

正面按鈕下方

側面上方

側面下方

紅燈

紅燈

藍燈

綠紅雙色燈

靜音

停止自動追蹤

1. 正面上方：靜音按鍵與燈號
2. 正面下方：停止追蹤按鍵與燈號
3. 右側面上方：電源開關與燈號
4. 右側面下方：無線麥克風配對燈號
5. 左側面：Ø3.5音源輸入孔

*長按5秒以上以進行與KS-700無線
 收音模組配對

無配對時間歇性閃藍燈

配對時快閃藍燈

配對成功慢閃藍燈

開機時綠燈亮起後熄滅

電源不足時亮紅燈

定位器功能按鍵

麥克風有效範圍

輸入介面 

定位器電源

耗電量參考值

長寬高

重量

停止追蹤 & 停止收音

12公尺半徑(麥克風至收音天線)***

Ø3.5音源輸入孔

四號(AAA)乾電池 兩顆 (建議使用金頂鹼性電池)

六至八小時(金頂鹼性電池)

41.5mm(長) x 21.5mm(寬) x 94mm(高)

45克

無線麥克風燈號狀態說明

NCC 警語:
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规格表

无线麦克风定位器信息

AM-500 无线麦克风定位器

AREC无线麦克风 灯号 状态说明

正面按钮上方

正面按钮下方

侧面上方

侧面下方

红灯

红灯

蓝灯

绿红双色灯

静音

停止自动追踪

1. 正面上方:静音按键与灯号

2. 正面下方:停止追踪按键与灯号

3. 右侧面上方:电源开关与灯号

4. 右侧面下方:无线麦克风配对灯号

5. 左侧面:Ø3.5音源输入孔

*长按5秒以上以进行与KS-700无线

 收音模块配对

无配对时间歇性闪蓝灯

配对时快闪蓝灯

配对成功慢闪蓝灯

开机时绿灯亮起后熄灭

电源不足时亮红灯

定位器功能按键

麦克风有效范围

输入接口 

定位器电源

耗电量参考值

长宽高

重量

停止追踪 & 停止收音

12公尺半径(麦克风至收音天线)***

Ø3.5音源输入孔

四号(AAA)干电池 两颗 (建议使用金顶碱性电池)

六至八小时(金顶碱性电池)

41.5mm(长) x 21.5mm(宽) x 94mm(高)

45克

无线麦克风灯号状态说明
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